
E.W.H.

20X12

1
6
X1

2

8"Ø

6"Ø

9"Ø

9"Ø

16X1212X12

8"Ø

9"Ø

8
X8

5"Ø

6"Ø

6"Ø5"Ø

4-TON TRANE UNIT
IN ATTIC (1600 CFM)

24X24
225 CFMA

30 OCCUPANTS @ 20CFM PER OCCUPANT
FRESH AIR INTAKE CALC:

600 CFM FRESH AIR INTAKE

12"Ø

12X10

10"Ø

12"Ø

50 CFM

50 CFM

4"Ø

4"Ø

24X24
100 CFMA

24X24
250 CFMA

24X24
350 CFM C

24X24
250 CFMA

24X24
250 CFMA

24X24
225 CFMA

2

6

24X24
550 CFM C

3

6X6
50 CFM B

6X6
50 CFM B

24X24
100 CFMA

FRESH AIR
INTAKE
V.L.O.J.

600 CFM

4-1/2-TON TRANE UNIT
IN ATTIC (1600 CFM)

12X10

2
2
X1

2

9"Ø

7"Ø

10X10

9"Ø

7"Ø

5"Ø

14X12 12X10

7"Ø

7"Ø

8X8

600 CFM

14"Ø

24X24
150 CFMA

14"Ø

24X24
275 CFM A

24X24
275 CFM A

24X24
1000 CFM C

6X6
50 CFM B

24X24
150 CFM A

24X24
150 CFM

A 24X24
150 CFMA 24X24

150 CFMA

24X24
150 CFMA

24X24
150 CFMA24X24

150 CFMA

10' EXHAUST HOOD SYSTEM
DESIGN BY OTHERS

22X12 KITCHEN EXHAUST AIR
DUCT TO KEF-1 (3000 CFM) ON ROOF

18X12 VENTILATION DUCTS TO
24X14 KITCHEN SUPPLY AIR DUCT
TO KSF-1 (2550 CFM) ON ROOF
MIN. 10'-0" SEPERATION FROM ANY
EXHAUST FAN OR O.A. INTAKE VENT

3-TON TRANE UNIT
IN ATTIC (1200 CFM)

210 CFM

12X12

8"Ø 8"Ø 8"Ø
6"Ø

16X12

1
6
X1

2

10X10

6"Ø6"Ø
5"Ø

7"Ø

8X8

7"Ø

6X6

12X10

12"Ø

12"Ø

8X8

8"Ø

12"Ø

14"Ø

2

6

2

6

5"Ø

24X24
990 CFMC

24X24
125 CFMA

24X24
125 CFMA 6X6

50 CFMB

24X24
100 CFMA

24X24
100 CFMA

24X24
100 CFMA

6X6
50 CFMB24X24

200 CFM A

14 OCCUPANTS @ 15CFM PER OCCUPANT
FRESH AIR INTAKE CALC:

210 CFM FRESH AIR INTAKE

30 OCCUPANTS @ 20CFM PER OCCUPANT
FRESH AIR INTAKE CALC:

600 CFM FRESH AIR INTAKE

215 South Olive, suite 500
West Palm Beach, FL 33401
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SET
8-8-11

K.D.Y.

D.C.M.

K.D.Y.

AIR TERMINAL SCHEDULE

12" FROM WALL PROVIDE "P" TRAP AT UNIT CONNECTION, INSULATE WITH
DRYWELL OR GRASSY AREA. 2" UNDERGROUND TO GOOSENECK. SEPARATE MIN. 
3/4" SCHEDULE 40 PVC CONDENSATE DRAIN PIPE ABOVE GROUND, RUN TO

not used

THERMOSTAT

REF. PIPES IN GALV. ENCLOSURE TO PENETRATE EXISTING ROOF

CONDENSATE PIPE ABOVE CEILING TO EXTERIOR

4"Ø TOILET EXHAUST DUCT TO ROOF CAP, W/WMS.

1/2" ARMAFLEX A.G. (AT REAR OF BUILDING - VERIFY)

3

2

6

5

4

1

7

AND TRAVEL THROUGH EXISTING TRUSSES TO PROPOSED AHU LOCATION.

MIX BOX ABOVE CEILING8

not used


